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INTRODUCT | ON

The magnetic amplifier has hitherto been used almost exclusively for the amplification
of currents wnich vary only slowly In relation to the time occupled by a period of the malins
frequencys In the following remarks, the conditions will be Investigated under which pre-
magnetised chokes are also sultable for the amplification of alternating voltages. In this
connection we shall be thinking mainly of 1ts applicatlon as zero current amplifier In a.cCe
bridges, though it can equally well be employed as & measured value empllfier in control circultss

COMPAR[SON OF a.c. VOLTAGE [NDJCATORS

The accuracy of a bridge measurement 1s critically dependent upon the gensitivicy and
zero point precision of the zero indlcators The most widely used zero apparatus fOr 8.Ce
bridges 1s the vibration galvanometers Its properties correspond in many respects with the
requirements of an indicator apparatus In the case 0f a.c bridges. The indication 1s
proportional to the amount of the bridge voltage and therefore independent of the phase. e
moving system can be tuned simply to the working frequency. As the mechanlcal vibration system
composed of re-setting force and mass has a steep resonance curve owing to its extremely low
damping, the harmonics of the measured voltage scarcely affect the balance. A further
advantage 1s the low input resistance of the Instrument. This fact is important in relation
to the Interference fleld sensitivity. The higher the reslstance of the ilmput circult, the
more difficult it 1s to protect the indicating instrument from the strong leakage flelds, which
are always present ln the heavy current test statlon, by screening or other measures.

In spite of these advantageous features, there has been no lack of attempts to replace
the vibration galvanometer by other measuring devices. These efforts were malnly due to the
requirements of the works test station, which regularly carrles out control and acceptance
tests of cables etce Conditlons of space are here usually very unfavourable. For example,
nelghbouring machinery sets up vibration to which a vibration galvanometer 1s partlcularly
sensitive. Moreover, in view of the large number of measurements to be carrled out in one day
the lowsbrightness of the screen picture is a disturbing factor. A further disadvantage is
the low reslstance to overload of the vibratlion galvanometer, which 1f the electrlcal values
of the cable to be measured differ considerably from the Intended value, due to sgme defect of
construction, may easily lead to destruction of the vibratlon system. ’

In the endeavour to replace the sensitive vibration galvanometer by the robust rectifler
instrument it is an obvious matter to connect an amplifler between the latter and the bridge.
Appropriate electronic amplifiers were constructed for the purpose but for several reasans they
were used In practice only to s slight extent. In order to suppress the dlsturbing influence
of the harmonics, the amplifier had to be constructed in the form of a resonance amplifiern,

It 1s very dlfficult to build resonance circults for 0 c¢/s with adequate selectlvity so that
the indicating instrument mainly shows the harmonic voltage, especially ln the neighbourhood

of the balancing polnts Another disadvantageous effect is that the thermionic valve represents
2 high onmic amplifier component and is consequently hignly sensitive to dlsturbing fields.

The expedient of increasing the tuning frequency for the subsequent resonance amplifier stages,
on the principle of the heterodyne receiver, by mixing with a fixed intermediate or high
frequency oscillator frequency, does not introduce any substantlal adventagess
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*/The recti tier Instrument alone 1s also Useless as & zZero CUrrent indicator when a sensitive
galvanometer 1s being employed Instead of the normal moving coil instrument, since below a certalin
threshold voltage practically no rectifler effect occurs in the metal rectifier. This difflculty
can be overcome by the ald of special modulation circults. Figure 1 shcws one ot the many eircult
modt fications. Eight resistances, of which Ri = }?4 = R5 = R, ana 1?2 = HS s RG = R, were comnected
to form a bridge. At the polnts @, b they are connected to the measured voltage and at the points
C, d to an auxiliary voltage Uh which 1s taken off the voltage Um feeding the measuring bridge.

Uh and the resistances are so selected that the rectiflers carry rated currents. No current flows
through the indicating instrument, since the brldge and all the voltages are symmetrical. If the *
measured voltage U 1s applied to the points a4 b, the potentials of the points € and { are dlsplaced

by the additionsl voltage drops across the resistances, so that a current flows through the indicating

instrument. Since the rectlflers carry approximately rated current, independently ol Um. rectification

1s linear even in the case of very low signal voltages. The circult may also be extended by the

rectifiers shown in faint lines, so that the same behaviour is obtalned in both half-waves of the

alternating voltage.

With thls arrangement, approximately the sensitivity of a vibration galvanameter may be
attalned. The deflection of the indicating Instrument, for constant U;-, is proportional to the
bridge voltage and to the phase angle between [p and U,  Tuis property mkes balancing of the
bridge extremely difficult, as the phase of the bridge voltage is liable to undergo miach alteration
in the vicinity of the point of balance and thus the deflection of the indicating ins trument may .
increase In the course of balancing, although the absolute value of the measured voltage decreases,
and vice versa.

The uncertainty of the indications does not occur when the frequencles of Uh and U,.,,_ differ
by a small amount, esge 1 c/se The indicated current fluctuates in thls case with the differentlal
frequencye. Quite apart from the fact that 1t is difficult to keep to & glven small frequency
difterence, the sensitivity of the zero indicator 1s reduced, since the natural frequency of the
sensitive Indlcating instrument is in general not high in comparison with the difference in frequency.
Palsncing is also hardly any easier than in tne case of the vibration galvanameter, because the
anplitudes of oscillation have to be read.

VOLTAGE AMPLIFICATION OF THE REACTOR CIRCUITS
Wi THOUT FEEDBACK

The disadvantages of the Indlcating methods described suggest investlgating the feasibility
of using the magnetic amplifier for the purpose under consideration [1]*. The fact that thls
amplifler 18 extremely insensitive to interference voltages 1s a favourable clrcumstance in this
connection. It also suppresses of its own accord the higher harmonics of the measured magnltude
owilnz to 1ts natural low-pass characterlstic, and can be made so robust as to withstand the
roughest treatment. The operation of the varlous magnetic amplifier circuits of interest in this
connection cannot be dlscussed within the scope of the present paper, but reference must be made
to the extensive literature on the subject [2,3]. :

The simplest amplirler arrangement (Figure 2) consists of two ldentlical reactors each with
two windings, a load or working winding and a control winding, The working windings h’b are
comnected to the working voltage [/ with the frequency fb‘ The windings are connected together
in such a vway that no current can flow in the short clrculted control circult if there 1s no pre-
magnetisation.

The parallel reactor connection (Figure 2a) 1s out of the question for the amplificatlion
ot alternating currentse If'in fact an alcerhatmg voltage 1s applled to the control winding,
alternating voltages are also induced in the working windings and these voltages are 1n phase
with each other. Parallel connection of the working windings thus represents a short circult
for the control alternating voltage and nelther of the two reactors is pre-magnetised. It
the alternating control voltage 1s replaced by a d.c. voltage, the short circult causes a slow
increase in the control current\[s and thus also of the working current [b-

In the case of the series reactor connectlon (Flgure 2b) there is no shortecircult, so
that a variation of the control-current wilil not induce any compensating current in the working
circuit. The dynamic propertles of this clrcult are readily understood with a ‘few assumptions.
It will thus be assumed that the magnetisatlon curve 1s rectangilar and that the frequency of s
the control alternating current (fg) 1s small in comparison with the working frequer.cy fp ot
the amplifier. If the control magnitude Is a direct current, only the ohmic reslstance RS of
the control circuit acts as Input magnitude. The attalnable voltage amplification is then

RY)

= censes (1)
[1.6] $ IS HS

* for references, see ende
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owing to the high permeability of the reactors, the alternating current, in the absence of
pre-magnetisation, is negliglbly small. With pre-magnetised reactor, the alternating current
set up s such that the mean value of the alternating flux equals the pre-magnetlsation fluxe
Consequently

II)S IS = wab. ssscar (2}

Substituting in equation (1), we get:

W,
§ Ig— By
’ﬂb - ] w_g gb seese (3)

Vi =
w0 81k W R

If an alternating voltage with the frequency fS is applied to the control winding the input
resistance also concam\s an inductive components The voltage amplificatlion ls now:

W,
v, - e By -y (g = 27 fge vevens (4
O T 12, np2
N Vv (OS LS) + RS
Accordling to Oale and Acklnson[4], on the assumption of a rectangilar magnetisation characteristle,
the control clrcult lnductance 1s

- L covene (5)

uf 4fy

Due to the periodically varying permeabillity, LS is not a constant but a mean value which 1s
associated with the mean flux (I?A, of the reactors. If equatlon {(5) 1s substituted in
equation (4) and taking equation (1) into account, we have after a few transformatlons:

7,
By = 0 vreers (6)

fo 0 2
m Ia¥s .
JZ fhwaw] .

1t tae abbreviation fp Wy/fg Wg = M 1s Introduced, where /M denotes the Inertla factor, we have

L7 S vernee ()

|2 7 <2
uo |4
j ~ 2 L1
2 n
Flgure 3 represents equation (7).
It supplles the factor by which the voltage amplification for a.c. control is less than for

ds Co CONLIrole. in order to be able to estimate the amplification to be obtained at fs = 50 c¢/s,
values such as the following which may also be attalned in practice, are assumed:

substituting these values in equation (&) we have:

W 10
. 'Vu 8 e e

" /6B (g + L

As shown In Figure 4 the greatest amplification 1s obtalned when ws/wb = 1.3 but even then it is
less than 10. For comparison, the voltage amplification in the case of direct current control
Vm 1s included. While Vuo can e increased by a large number of turns ratio, the a.c.
amplification drops steeply for a large wslwb. The serles reactor connection without feedback
is not, therefore, .sultable for the amplification of alternating voltages, since 1ts
emplification factor is too small.

According to equation (2) control flux and working flux are equal for the serles reactor
connection, It the control and worklng numbers of turns only differ, as in the present case,
to a slight extent, the control current 1s approximately equal to the alternating current and
no current amplification takes place. The voltage and thus the power only are amplifled owing
to the fact that on account of the small control frequency fg In comperison with fp tor the mme
current a lower voltage Need be applied to the control coil than that which drops across the
load resistance fip
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VOLTAGE AMPLIFICATION IN THE CASE OF REACTOR
CONNECTIQNS W|TH FEEDBACK

The control flux demand may be substantlally reduced when a large part of the pre-magnetisation
flux 1s covered by the a.c. circult. Figure 5 shows the two most usual feedback circults. in
the case of circult (a), the working current flowing through the load resistance 1s rectified and
fed to a speclal feedback winding wk. In circuit (b), a rectifier ts connected in series with
each of the two parallel connected reactors. As the rectifier suppresses the current in one
direction, only half of the magnetisation characteristic curve will be used, If the whole of the
magnetisation characteristic curve has to be used, an additional flux is required which displaces
the lower 1imit induction up to the opposite saturation induction. Since the serles reactor
eircuit, owing to the additional feedtack coll, requires more winding space, 1t has in the course
of time been increasingly replaced by the saturatlon circuit (b).

Flgure 6 shows the variation of flux and current in the auto-saturation clrciit when the control
flux ®8 or the fiux ¢s pre-megnetlses the reactors. The Instantaneous value of the flux (9‘-1. )
cannot ve less than ¢S or greater than the saturation flux @Sg. For the case of fully compensated
teedback [circult (a): Wy, = W circult (b): 1deal rectiflers] and assuming a rectangular
magnetlsatlon characteristic, the whole of the pre-magnetising flux 1s provided by the a.c. clrculte
An 1nrinitely small control flux is sufficlent to alter the degree of saturatlon of the reactorss
In reallty, the magnetlsation characteristic departs more or less from the ideal form and the
control current source has to provide a flux which 1s to some extent the equivalent of the rflux
slong the rising section of the magnetlsation characterlstice Accordingly, the magnitude of the
amplification attainable depends to a considerable extent on the propertles of the core materlal,
though the latter play a subordinate part in the clrcult without feedback.

In order to ascertain voltage ampllfication the control clrcult inductance LS must again
tirst be determined, As Hedstroem and Borg [3] show, 1t will be sufficlent for thls purpose to
conslder the mean flux @,,r If the frequency of the control current fs 1s small in comparlson with
the working frequency fb. the control current IS and hence the mean flux during one perlod ol the
workinz voltage can be regarded as approximately constante In the case of a control current
discontinutty 8 Ig which varies the meen flux by S @1‘[ an inductance

Ly = 2158 &/(8 Iy veeres (8)
1s on the average effectlive. The flux fluctuates before the control {nstant between ¢81 and i‘gé

[mean value Q?ﬁ = 05 (Qsé + ¢81)] and afterwards between @52 and %é [mean value %rz = 0.5
(@89 + isz)]. The mean value therefore varies by B

S % = 0-5 (@81“ 82)' censee {9}

The variation of the mean voltage at the load reslstance during half a period of the working
frequency (8 t = 1/2 fi] 1

3¢ bR
Uy = Uy = U = - N ..[ - _H____S._“ =
Sl = U=l = U gty ~ 19" gja gy |

To7y P - I g G b & e ()

SUy = 20y fy (5, - &) = 51y By, verer (10)
% that

G =G, = S RY 2wy 1y . coves (12)
Equation (12) substituted in equation (9) and the latter in equatlon (8) glve

I - ;%%}%’; , e (1)
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The voltage amplificatlon in the case of alternating current control is then, as ln the case
of the serles connection without feedback

S 0 § Iy Ry
v, = ”50@ O o J N ceeeee (14)
o t 2
. s s IgV(2wmfgly? + B
Equation (13) substituted in equation (14), 1f Vuo 1s the voltage amplification in the case
of direct current control, gives:
LY AR
= 1 V + 1 a2eanae (15)
Yo " Fy
The inertla factor 7 agaln comes Into conslderation, so that the final result is
WL T T
o 1l VW 1 vevees (26)
uw :
It Vw 1s large In comparison with M, equation (16) may be simplified as followa:
v 1m
\ ..I;.u. = —-—I;-—-. (XXX (17)
w 7o
m o 1
. Vu = - = M - sebsse (18)
L4 fowg =
l,e. 1n the case 0f a.c. control the voltage amplification is independent of the voltage
amplification in the case of direct current control and proportional to the Inertla factor 7.
Equations {16) and (17) are represented 1n Figure 7
Finally, we have still to bring voltage amplification in the case of direct current
control into relation with the reactor data.
S Uy, 81Uy 8 Ugp,
Vuo = B = = - h)s. XXXET] (19)
$U, 8IgRy Ry 80
The working voltage U applied to the reactors must be measured In such a way that in the
§ sbsence of pre-magnetisation, the magnetisation characteristlc will be rectllinear from one
saturation Inflectlon to the other, Then
2m
v=—, fbwb '138 , (%ap = saturation fiux) serens (D)
¢ . V2
1, for & = O, the voltage Uﬁb applied to the load resistance 1s alsc 0, then
\/2
Um = v sseese (21)
%é
Equation (20) substituted 1n equation (21) and the latter in equation (18) give
f W, 8 &
VUO = 4_bwb.,§ | . XTI (22}
Ry 8@

In order to obtain high a.c. amplification, the number of control turns ws must be made low,
This will of course reduce Vuo. but this loss can be compensated by increasing the number of
working turns wb or the working frequency fb. There are upper limits
tor both Wy and fb. on the one hand due to the avallable winding space and on the other to the
eddy current losses occurring in the core. The latter also smooth out the steep sectlon of

* the magnetisation characterlstic curve, so that for high working rrequencies the quotient
8 @‘9/3 @ drops sharply.

. In contrast with the propertles of thermionic valves, ampiification with the magnetic
ampllfier decreases with increasing control frequency. The harmonlcs of the control current
are ampllified less than the fundamental wave. If 1t 1s desired to avold these linear
distortions, it will De necessary to arrange for the inertla factor M, applicable to the control
frequency range concerned, to be substantially greater than VMO‘
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THE RESONANCE AMPLIFIER

The faregoing section shoved that voltage amplification depends to & great sxtent on the
inertia factor M,  As /M will nearly always be less than 100, 1t appears advisable to consider some
other means of increasing Vu.

The sensitivity of the parallel reactor connection with self-saturatlon can be considerably
increased 1f, as Flgure 8 shows, a capacitance is applied In serles with the reactors. We then
obtaln a serles resonance circult In which inductance varies in rhythm with the control current.
The fact that each of the two reactors is comnected in series with a rectifier is not important
80 far as resonance 1s concerned, since the rectiflers only regulate the current distribusion
between the two reactors and do not in the least affeet the inductive character of the parallel
reactor comnections Owing to the series capacltance, the alternating voltage applied to the
reactors 1s no longer constant but varies with the output. The stabillity of the amplifler
therefore becomes decidedly more critical. The danger of instability ts, however, diminished by
the fact that the 10ad resistance damps the series resonance circuit.

The measurements described below were carried out with ring-core reactors. Iron cross-
section 1 sq.cmei mean length iron path 16 cme: core of mumetal, Wp = 3000, Wg = 500, fb = 500 ¢/8a

Flgure 9 shows the working characteristics @b = f(@s) or U}?b = f(@s) of the resonance
amplifier, Only the steep section of the characteristic is shown, Owing to the series capacitance,
the shape of the characteristic 1s retalned; only the steemess increases with diminished & 1In
this case there is no point in reducing the capacitance beyond 0.7 uF, since voltage tluctuations
or variations of the control circuit resistance may then set up natural oscillations.

Flgure 10 shows very well how sensitlvity 1s increased by series capacitancss In thls
figure, the slope of the characteristics of Figure 9 has been plotted against series capacltance.
"In this example, therefore, the resohance amplifier 1s approximately 2,5 times more sensitive than

the amplifier without series capacitance.

Between the stable range and the instability 1imit there 1s a transition state in which the
arrangement 1s excited to natural oscillations. ‘The orlgin of such oscillations, which have thelir
source in the curvature of the magnetisation characterlstic of the reactors, ls extremely complex
on account of the non-llnear relationships, . In the case of the resomance amplifler, natural
oscillation expresses itself In periodic fluctuations of the total flux, and thus of the load
current tb of the reactors. The lead current appears to have superposed on it & lower frequency
which may be designated as f p* IR the osclllogram of Figure i1 the working frequency and

su
subharmonic frequency are as 1:10.

The natural oscillations are unwanted in the resonance amplifier. It is therefore
imporvant to know under what limit conditions they occun In the present amplifier, therefore,
the subharmonic frequency f gup ‘88 measured In 1ts dependence upon the individual parameters, such
as G, RS' Ry and @s the measurements being made by means of & cathode-ray osclllograph and valve
generator, using Lissajous figures, in order to eliminate any reactlons in the ampllfler.

The frequency of natural oscillation is lower, the smaller 1s the serles capacitance G
Flgure 12 shows the dependence of the frequency r sub Upon the load resistance Rb and the control
circult resistance BS' Both resistances infiuence 1t in the same way. If M and fg increase,
fsub also increasess The dependence on the control flux ®S 1s also important. In Figure 12
the latter influence ls expressed by the fact that for each curve f sub = f (RS) = constant two
frequencles are always shown. The upper frequency 1is related to the lower limit fiux, l.e. the
smallsst control flux at which oscillation first Just sets in., The lower frequency accordingly
relates to the upper limit flux. Consequently, the greater the control flux, the lower is the
frequency of the oscillation excited. The control flux now represents only a small part of the
entire pre-magnetisation flux, the zreater part of it being supplied by the self-saturation
rectifierss All factors influencing the feedback ratlo also influence fsub. Here the control
cireult resistance ]'?3 is of particular importance. If it is reduced an additional flux may be
formed across the control circult, increasing the pre-magnetisation and thus varying fsub in the
same way as with an increase In the control flux,

Since the load resistance determines the magnitude of the current in the saturation phase,
i1t 1s also a decisive factor in charging the capacity in the separate half-waves. Since the
aiterme ting current tb 1s Inversely proportional to the load resistance for a given pre-magietisation,
a reduction ot Rb must have precisely the same effect on the frequency fsub es a reduction of Hg
or 8n increase of 8
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Figure 13 indicates the osclllatlon range limits. Measurements were carried out
for two series capacitances C = 0.7 uF and 0.8 uR  The voltage UHb across the load
resistance wilch gives a measure of the output of the amplifier, 1s plotted as absclssae.
It is clear that the oscillation range limits depend only to a slight extent on the control
circult resistance I?S unless the control clrcult 1s opened. The influence of the load
resistance Rb 1s all the greater. With increasing Bb' the oscilla tion range becomes
- steadlily more restricted. It 1s therefore expedlent to operate the ampllifier with the
maximum possible load reslstance. A comparison of the osclllation ranges for the two
capacitances shows that with decreasing series capacitance, the osclllatlon range widens
considerably. : ’

CONSTRUCTION OF THE AMPLIFIER

With the ring-core reactors described, a two=stage zero—current magnetic amplifier
‘was constructed with the circult shown in Flgure 14. The signal voltage 1s fed to the
control coll of the first reactor palr. The alternating current, after rectification in
Gll, passes through the load resistance Rb1‘ Between Rbl and the control coil of the
following stage l1le a low-pass fllter and an addlitlonal sdérles capacigor which keep all
frequencies over 400 c/s, as well as the dlrectecurrent component away from the control coil
of the second stage of the amplifler. suppression of all higher frequencies (especlally
the 1000 c¢/s voltage) 1s necessary, as these have an incomparably greater amplitude than the
signal voltage, and would considerably overload the second stage and lead to Instability.
A band pass with high selectlvity, which contains chokes instead of resistances, 1s also
connected Yo the load resistance of the second reactor palr. The upper limit freguency 1s
here considerably lower, slnce the indicating instrument only serves to detect the 50 cycle
components. The auxiliary control clircuit, which glves the reactors a constant baslc
magnetisation, displaces tlle working point to the centre of the linear part of the working
characteristic. The voltage amplification of a stage wlth direct current control, amounts
to Vuo =280, On the other hand, the lnertla factor 1s small:s M = €0. The simplified
equation (18) can therefore be used to ascertaln the voltage amplificatlon. from this
Vu = 19,8  Having regard to the voltage loss occurring in the intermediate clrcults, the
result 1s a total amplification of

"W votal 19.2 x 19.2 x 0,35 = 129

So that the Indlcating instrument of the amplifier will show a clearly readable deflectlon
corresponding to 5 ud, a 50 cycle voltage 0f0.15V must be applied to the load resistance
of the second amplifier stage. The corresponding amplifier input voltage 1ls equal to
1.2 mV when Vu total = 129, For the case of the resonance amplifier, pre—calculation of
the amplifier factor gives rlse to conslderable difficultles, and 1t must therefore be
measurede Flgure 15 shows the dependence of the instrument current on the Input voltage
of the amplifier, The control voltage source had an internal reslistance of 2000 Q. Wita
an initlal voltage of 0.25mV a detlectlon appropriate to 10 pA 1s obtaineds A 50 cycle
voltage of (.19 V must therefore be avallable at the load resistance of the second stage of
the amplifier. The voltage ampllflcation is now Vu total = 7680« This figure lles far above
that attainable with amplifiers without serles capacltance.

Flgure 16 shows the complete set. To facllitate balancing, the sensitlvity can be
varled by serles resistances in the first control clrcuit. To provide optimum matching of
the input resistance of the amplifier with the measurement bridge, the flrst reactor palr
was made with three different control windings, which can be selected by a switchs 4 small
instrument permits control of the correct working polnt of both stages of the amplifler.

SUMMARY

The object of tins paper 1s the investigation of the conditions under which pre-
magnetised reactors are sultable for the amplification of small alternatlng currents, for
example 1n place of the vibration galvanometer. The parallel reactor connection with self-
saturation proves to be the most suitable for the purposes. Simple expressions are derlved
for the voltage ampllfication Vu on the assumption of a rectangular magnetisation characteristic,
The ampliflcation factor may be lncreased by connecting a capacitance in serles with the
reactors. A two~stage amplifier is then described, whlch operates on a working frequency
of 500 ¢/sw” A voltage of 0.25 mV can be measured with this apparatuse. At the amplifier
output, the set Includes an ordinary moving coil instrument with polnt bearingse.
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ws Fig.2: Basic circuit of the magnetic amplifier
U, = measured voltage vithout feedback.
U = ili (a) Parallel reactor comnection
h * duxillary voltage {b) Seriem reactor connection.

Uh > Ul

Fig.l: Rectifier-modulation
elrcuit, The deflection
of the Indicating instrument
is proportion to Uy and to
the cosine of the angle
between U. and Ub'

Fra oy

. Fig.4: Voltage amplifications V, and V,, plotted against
| ratio of nu:ger of terms wg/wy.  The maximum voltage
T : | amplification ¥, = 9.5 iz obtained for wy/wy = 1,3.

i

Fig.3: Batio of voltage amplification for a.c,
output V, to voltage amplification for d.c.
output P’;_',o, plotted against the quotient
Vuo/m (B = inertia factor) for the magnetic
amplifier without feedback.
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Fig.5: Basic circuits of the magnetic amplifier with

feedback. (a) Series reactor connection with separate
feedback winding, (b) Parallel reactor connection with
self-saturation. The output voltage drops across the
load resistance Ry (URb).

¢H
Fig.6: Parallel reactor connection with self-saturation.
The alternating flux of the two reactors I and II
fluctuates between the values of the control flux ¢’
and saturation flux vg

- mean reactor flux

Solid curve: Equation (16)

Dashed curve:Equation (17)
Fig.7: Ratio of woltage amplification with a.c. outpyt
YV, to voltage amplification with d.c. output V, :'pg
filnction of the quotient V,./m for the magneti&’
aaplifier with self-saturation.
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ﬂg.&: Resonance amplifier
with the

parallel reactor
gonnection and self-satuyr-
ation. The capacitor C
forss a series resonmce
circuit with the amplifier
ranntars.

Fig.9: Linear ran%e
characteristics o

capacitances.
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Fig.13: Osciliation range linits of the resonance
anplifier for two series capacitances. e
anmplifier is stable in operation outside the limits.

4

J

-l 4
L

IR
Ty { e
. b —
LIl 1]
: ! :
: H
{ 2 SN
Input “woet ! fiteg=’ =1
— i ! F }-,
w TH TR, e e ]
;.‘__'44 i U 1 'f-'t"‘,ﬂ 4 ,
i

i
i
[V T
A S

T

Fig.14: Complete eircuit diagram of sagnetic
zero-voltage amplifier.
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Pig.)8: View of final set.

cover removed.

amplifier for different series

Between the ring core reactors are

working
resonance

Fig.10: Slope of working characteristics
in the linear range plotted against
series capacitance.
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'Fig.12: The natural fre?:ency fo,p excited in the
resonance amplifier against con€rol circuit
« Tesistance (Ry) and load resistance (Ryp).
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Fig.15: Instrument current I plotted

against glternating input voltage
Uinput of the two-stage zero v:gtaqe
amplifier.
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(a) Front view, (b) smide view with

the rectifiers.
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